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BATTERY PACK REMOVAL 



OPTIONAL PCMCIA CARD REMOVAL 



VS. 






HDD REMOVAL 






:■: .Gi .]-=[■ the HDD bracket handle 

di3.;.:.nn*dthe HDD assembly. 
4. Lift the HDD assembly out of" the 
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2 SSSHEEEHS™ i 


iemove the glass tape securing the RJ-11 jack cable, 
iemove two M2x4 brass screws securing the 


KEYBOARD REMOVAL 


.; " "' ~'^~ 






fTll 11 1 II II 1 II 1 lf| 

1. Open the display panel. 3.1 
J. Remove the Keyboard holder at the top of the [ 

keyboard. 


M2.Ex4 black screw 

iemove two M2 5M black screws securing the 
:eyboard. 


TOSHIE 

Tough Enough for To da 


3A 

j's World 
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-5 M2.5x16hl 
-6 M2.5x6bla 
-2 M2.5x4hlii 



TOP COVER REMOVAL 



1 SPI— *4b«. 



- IPS/LED cable from PJ66 

- LED/Sensor cable from PJ67 
-LCD/FL cable from PJ52 

- Black/White coaxial cable from PJ10 and PJ14 
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FDD REMOVAL 




CD-ROM/DVD ROM DRIVE REMOVAL 





PJii.3 


M2.5x6 brass sc 


ew FDD assy 
















-I 


ur 1/125x3 








FDD 




FDD case 














FDD as 












3. Lift cut 


he FDD assembly 
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WIRELESS SWITCH/LED BOARD REMOVAL 



PJP3- ■ 

M2.SxS-- 


L^9L 



■itch/LED board Wireless switch/LED I...: 

1. Remove one M2.5x6 brass screw securing t 
wireless switch/LED board. 

2. Disconnect the wireless switch/LED board i 
from PJ69 on the system board. 

3. Lift out the wireless switch/LED board and i 
wireless switch/LED board cable from the bos 

SOUND/FIR BOARD REMOVAL 



'A 

•1 



om PJ702 and PJ703 
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BATTERY BOARD REMOVAL 



ANTENNA INTERFACE BOARD REMOVAL 




TOSHIBA 
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FIELD REPLACEABLE UNIT DOCUMENTATION 
Satellite Pro™ 
4600 Series 



CPU BOARD REMOVAL 




LOCK OPEN 




2. Using a flat head screwdnver, rotate the CPU lo 
I* fell" .:.:.unt*i (led vvise.to the OPEN pes 
and lift the CPU cut of the socket. 



SYSTEM BOARD REMOVAL 
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IPS/LED BOARD REMOVAL 

I.U^J^IiLl . LED le 



LED/SENSOR BOARD REMOVAL 




IPS/LED 1. Remove three M2 

LED/Sensor board 

is and lift 2. Slide the LED/Sen 
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14" DISPLAY MASK REMOVAL 

c* c* o o o 



FL INVERTER AND 14" LCD REMOVAL 
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15" DISPLAY MASK REMOVAL 
■I* *"« 



FL INVERTER AND 15" LCD REMOVAL 




2. Remove two M2.5k6 

3. There are 22 latches 



3Removefourmasksea 

securing the LCD mucin 
4 Remove four M2X5 bra 
LCD module 

T.C.iidullvrotatethe LCD 

of the LCD cover. 
6. Disconnect th* LCD.Inv 
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Tough Enough for Today's World 



